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Abstract
The CRS4 experimental bone-burr simulator implements visual and
haptic effects through the incorporation of a physics-based contact
model and patient-specific data. Psychophysical tests demonstrate
that, despite its simplified model and its inherent technological con-
straints, the simulator can articulate material differences, and that
its users can learn to associate virtual bone with real bone mater-
ial. Tests addressed both surface probing and interior drilling task.
We also explore a haptic contrast sensitivity function based on the
model’s two main parameters: an elastic constant and an erosion
factor. Both parameters manifest power-law-like sensitivity with
respective exponents of around two and three. Further tests may
reveal how well simulator users perceive fine differences in bone
material, like those encountered while drilling through real volume
boundaries.
Keywords: haptic, virtual reality, surgical simulator, psy-
chophysics
1 Introduction
The temporal bone is one of our body’s most complex anatomi-
cal areas [Nelson 1991]. Surgical access to its structures greatly
extends the range of treatment for hearing and balance disorders.
Yet, a high degree of dexterity, hands-on experience and anatomi-
cal knowledge are a training-prerequisite to effective temporal bone
dissection. Since cadaver-based training is becoming increasingly
problematic, teaching centers now seek to complement it with ses-
sions on VR simulators—in particular, those designed to mimic
patient-specific operating environments and provide realistic hap-
tic and visual sensations. Early bone dissection simulators aimed to
assist anatomical understanding by simply providing visualization
of static models [Harada et al. 1988]. Recent simulators seek to
include more realistic aspects for more practical tasks [Wiet et al.
2000; Bryan et al. 2001; Stredney et al. 2002; Pflesser et al. 2000;
Pflesser et al. 2002]. Any realistic interactive bone-burr simula-
tor, however, ought to simulate the physics of contact-detection
and bone-erosion so as to generate appropriate haptic responses
whilst also rendering secondary visual effects such as bone-debris
accumulation, bleeding, irrigation and suction [Agus et al. 2002a].
The perceptual requirements on such a simulator impose strin-
gent performance constraints in terms of both speed and accu-
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racy. Designed with such constraints in mind, the CRS4 experi-
mental simulator [John et al. 2001; Agus et al. 2002b] implements
semi-realistic visual and haptic effects through the incorporation
of a physics-based contact model and patient-specific diagnostic
data: two PHANToM devices govern the haptic interaction, while,
to mimic real conditions, visualization is rendered on a binocular
display–see figure 1.
This article focuses on evaluating how well the current simulator
meets its perceptual requirements through the application of psy-
chophysical tests. Ultimately, any such simulator should be judged
on how well the experience it provides is transferred into practical
surgical skills in real operations—as evaluated by the rate of suc-
cessful outcomes. The tests that we report here can be considered
as preliminary investigations carried out prior to such a full-scale
evaluation. In them we aim to demonstrate that the prerequisite per-
ceptual sensations are being adequately articulated by the simulator.
Esen, Yano & Buss [Esen et al. 2003] adopt a different approach by
measuring the acquisition of controlled drilling skills by supervised
trainees. Like them, however, we chose to measure participants in-
situ within the full visual-haptic virtual simulator. This is a practi-
cal necessity somewhat counter to the traditional practice of isolat-
ing the minimal stimuli needed to ascertain perceptual phenomena.
The question of how perceptual information gets shared between
our visual and haptic modalities [Newell et al. 2003] is not directly
addressed here. We focus, instead, on measuring how well simu-
lated material differences are distinguished during two basic tasks
(a) surface probing—which elicits a tactile percept, and (b) drilling
through a material—which elicits a haptic burring sensation. Expert
surgeons report using these factors to perceive changes in bone ma-
terial. Trainee surgeons traditionally practice on both real and arti-
ficial samples of temporal bone. The latter may vary from relatively
crude PVC substitutes to sophisticated synthetic resin samples such
as the Pettigrew Plastic Temporal Bones [Pettigrew ]. Here we in-
vestigate how well simulated rendering of these materials can be
distinguished and to what extent they are preferentially associated
with their real counterparts.
The CRS4 simulator embodies a parameterized physics-based
model for bone material which is implemented via the available
technology. Both the technological solution and physical model are
fully described elsewhere [John et al. 2001; Agus et al. 2002b]—the
following sections provide only a concise overview. Note, however,
that each material is defined by its own particular parameter values.
These values were initially set according to the subjective opinion
expressed by three expert surgeon/users. They were later refined by
objective experimental measurement using a custom-built dynamo-
metric platform — incorporating load cells, strain gauges and a dig-
ital acquisition system — within which each real counterpart sam-
ple was vertically drilled, in turn, at constant applied force [Volpe
and Khosla 1993; Schutter 1988].
Figure 1: Surgical equipment and Simulator setup: Left: Real surgical environment, the surgeon keeps in his hands a high–speed rotating
burr and a sucker and looks through a microscope. Right: The CRS4 simulator provides both haptic and binocular feedback.
2 Technology overview
The visual-haptic simulator, comprising both PHANToM devices
and its binocular display is implemented, as a collection of loosely
coupled concurrent components. The haptic component exploits
a multi-resolution representation of the first two moments of the
bone density to rapidly compute contact forces and determine bone
erosion according to the physics-based model (see below). The vi-
sual component renders pre-acquired, patient-specific, anatomical
data and uses a time-critical particle system evolution method to
simulate the secondary visual effects - debris accumulation, bleed-
ing, irrigation, and suction. The system runs on two interconnected
multiprocessor machines. The data is initially replicated on the
two machines. The first is dedicated to the high-frequency tasks:
haptic device handling and bone removal simulation and run at 1
KHz. The second runs concurrently at about 15–20 Hz, the low-
frequency tasks: bone removal, fluid evolution and visual feedback.
The two machines are synchronized via one-way message passing
using the Virtual-Reality Peripheral Network (VRPN) library [Rus-
sell M. Taylor et al. 2001]. The VRPN system furnishes a device-
independent and network-transparent interface to the virtual-reality
peripherals. It is possible to record complete traces of the training
sessions, like [Esen et al. 2003], for off-line by data analysis.
3 Physics-based model
The cutting of material by a rotating burr is complex since it in-
volves: the tracking of the continuously changing free surface of
the material being cut; the impact of the burr blades on the surface;
the resulting stress distribution in the material; and the consequent
plastic deformation and break–up. Therefore the standard methods
found in the mechanical engineering literature for the simulation of
milling cannot be applied. Thus we developed a simplified model,
originally described in [Agus et al. 2002c], based on a limited num-
ber of parameters that were first tuned by trial and error by expert
surgeons.
We assume that the burr-bit moves relatively slowly with respect
to the time scale of the haptic feedback loop, and that the elastic
forces exerted within the bone can be estimated by geometrically
characterizing the region of bone intersected by an idealized sphere
representing the burr tip.
Specifically, the burr-bit is modeled as a sphere of radius R centered
at Rb, and we consider the first two moments, m0 and m1, of the
bone mass density, ρ(r), contained within it.
m0 =
∫
r<R
dr3ρ(r),m1 =
∫
r<R
dr3ρ(r)r. (1)
The direction of the local normal to the bone surface is then esti-
mated as nˆ = −m1/|m1|. Then an effective “penetration depth” h
is derived from the quantity of mass, m0, contained in the burr-bit
as the smallest positive solution of
m0 = piρ0R3
(
h
R
)2(
1−
h
3R
)
(2)
where ρ0 is the “solid” bone reference density.
An effective force Fe, intended to model the elastic response of the
bone to the impinging burr can then be written:
Fe = ceR2(h/R)3/2nˆ, (3)
where ce is a material constant, that describes the elastic properties.
Note, this expression is consistent with Hertz’s contact theory [Lan-
dau and Lifshitz 1986] in the limit when h/R << 1.
The typical speed at which the burr-bit moves is less than 100 mm/s,
while burr radii are generally between 1 mm and 5 mm [Agus et al.
2002a]. Since the haptic device acquisition period is 1 ms, the burr-
bit will typically move just a small fraction of its radius. We thus
compute interaction forces by checking collisions after the fact,
rather than predicting them in advance.
Material removal in response to burring is modeled using a position
dependent erosion rate described by f , an erosion shape function:
dρ(r)
dt = α f (r/R)ρ(r); (4)
where, again, r is measured from the center of the burr-bit, and
all necessary details of the burr-bit cutting characteristics, angular
velocity, etc are combined in the single constant α . Note, the shape
function f is constrained to have a maximum at r/R = 0 and to be
null where r/R> 1. Note, the simulator also makes use of frictional
and impact force models but these are not manipulated here.
The CRS4 simulator allows control of material properties by ad-
justing the elasticity constant in eq. 3 and the erosion constraint in
eq. 4. Tabulated below are the values of ce and α , fitted to our ob-
jective physical measurements of the three materials under investi-
gation. Note, experts previously assigned (1.5,0.1) to the Pettigrew
plastic [Agus et al. 2002c; Agus et al. 2002a].
ce α Material
2.145 0.087 Real temporal bone
1.504 0.116 Pettigrew plastic temporal bone [Pettigrew ]
0.462 0.256 PVC K70 resin
Table 1: Elastic, ce, and erosion, α , model parameters.
4 Psychophysics: Differentiating virtual
materials
Experts can sense the difference between real bone material and
PVC by a combination of surface probing and interior drilling—
and the same ought also apply within the simulator. Here it was
asked whether, using the same perceptual cues, our users are able
to distinguish between virtual PVC and bone simulated using the
parameter values from the appropriate rows in table 1. Twenty vol-
unteers with no previous experience with the simulator, or bone-
milling, were recruited. After an initial phase of familiarization
with the simulator, each was exposed to two sequences of 12 tri-
als. In the first sequence the task was simply to probe the surface
with the drill; in the second, it was to drill into the material’s inte-
rior. Each trial was divided into two equal 20s intervals following a
two-alternative-forced-choice (2AFC) design. One of the two cho-
sen material samples A or B was rendered in each interval. The
subject was asked to indicate whether the material felt the same or
different. The simulator was programmed to present samples in a
random sequence while maintaining an equal number of trials pre-
senting the four sample pairs: AA, BA, AB, BB—and the response
of each subject to each test was recorded. The mean scores (out of
12) over all 20 subjects were:
1. Surface probing: 9.3 +- 0.4
2. Drilling material: 9.6 +- 0.5
Both these results exceed chance response level (p=0.001) and cor-
respond to around a 75% correct level—with some individuals ob-
taining perfect results and others worse as figure 2 shows. Clearly,
with further training users would be expected to progressively im-
prove their score, as in [Esen et al. 2003]. Using the same method-
ology described above, the 12 best performing subjects were then
asked, by drilling, to differentiate between the simulated Pettigrew
plastic and simulated temporal bone. Again, all subjects exceeded
chance performance but, as expected, found it a little harder to dif-
ferentiate the two materials—mean score (out of 12): 7.7 +- 1.4.
5 Psychophysics: Associating virtual and
real bone
A direct comparison was made between real bone milling and the
simulated experience by requiring subjects to alternate between a
real drilling task and the simulator. This was logistically more com-
plex and the subject had to “keep in mind” the feel of the real mate-
rial while subsequently comparing it to one of two simulated sam-
ples. Again a 2AFC design was employed: each trial comprised
three intervals:
1. burring real Pettigrew plastic temporal bone,
2. using the simulator to burr virtual sample A for 10s,
3. using the simulator to burr virtual sample B for 10s,
where the length of the first interval was at subject’s discretion.
Since naive users generally found this task too confusing to par-
ticipate usefully, we thus limited subjects to those already with a
good grounding in simulated material difference: i.e. five that had
performed well in the previous experiment. The task was to say
which of the simulated samples A or B felt most like the real sam-
ple. In each trial the simulated samples were PVC and Pettigrew
temporal bone material but presented in random order. In all, five
subjects each performed 10 trials: three of whom scored 10 correct
responses, while the remaining two got 8 and 9 right. Their mean
score (out of 10) was 9.4 +- 0.4, equivalent to 94% correct level,
and clearly above chance (p=0.0001). This provides some prelim-
inary indication that trained users perceive some correspondence
between real and simulated bone materials.
6 Psychophysics: Haptic sensitivity
A more general approach may be to consider the simulator as a sin-
gle system device and attempt to map out its haptic sensitivity in
terms of the 2D parameter space (ce,α) expressed by our model:
i.e. elastic constant v. erosion factor. The operational region of this
space lies within bounding limits defined—for the elastic constant
between the sensation of “empty space” at ce ≈ 0.1 and that of “in-
capacitating vibration” felt at ce ≈ 3.2—and for the erosion factor
as between “impenetrability” felt at α ≈ 0.1 and “zero resistance”
at α ≈ 1.0. Although coordinates in this operating region do map
to distinct stimuli they do not necessarily produce distinct percepts.
For example, any closely neighboring pairs will be indistinguish-
able while widely separated points such as those marked as PVC
and temporal bone in figure 3 ought to be easily differentiated. Be-
tween such extremes just noticeable differences (JNDs) will exist
and may be mapped out by experiment. JNDs might map on to
ellipses in (ce,α) space, rather like they do in CIE chromaticity dia-
grams. In that cases they could feasibly be employed to construct a
map of sensitivity across the space by accumulating measurements
of perceived contrast between judiciously chosen stimulus pairs. Of
course, this would require an exhaustive set of trials from a large set
of subjects. Here we report an initial investigation to establish a few
Figure 2: Histograms of results for both probing and drilling. Each shows the number of subjects that got a particular number of
trials right. Note, no subject got less than five right.
representative JNDs in order to give some idea of how useful com-
piling such a contrast sensitivity map might be. Only if the JNDs
are found to occupy loci that are fairly compact with respect to the
bounded space will this approach be of much use. A method-of-
adjustment protocol was applied to pairs of points scattered about
the (ce,α) space. Two experienced simulator users were employed
as subjects. The distance between the points was adjusted until an
approximate JND was established. This was done, initially, by fix-
ing either ce or α and varying the other parameter. First results
indicated that, regardless of the zone considered, it is fairly easy
to distinguish a two-fold difference in the elastic constant, ce; but
a larger, three-fold difference is usually required in erosion factor,
α . Since the JNDs found seem to span multi-fold differences in
the model parameter values, it may be more useful to plot contrast
sensitivity using logarithmic axes, as we adopt in figure 3.
7 Discussion and Conclusion
Plotting contrast sensitivity using logarithmic axes is equivalent
to adopting a power-law basis as the haptic interface in our
simulator—with exponents of approximately 2 and 3 for the pa-
rameters, ce and α , respectively. We might have anticipated an
exponential sensitivity relation for the elasticity factor by consid-
ering existing tactile Weber-Frechner or Steven’s power law rela-
tions; however, this was less obvious for an erosion parameter. In
any case, a more detailed mapping of contrast sensitivity might still
produce some surprises since haptic feedback sensations stem from
complex multiple receptive channels [Nicholson et al. 2000]: mus-
cle contraction, joint movement, tactile and pressure receptors—the
efferent output of which must be some how arbitrated and combined
by the brain. Furthermore, these are not merely passive sensations
since anticipatory motor cell activity always precedes the percep-
tion in highly correlated manner which may well introduce addi-
tional complexities.
Although, all the tests presented here are of a preliminary nature
their results do generally indicate that the current CRS4 simulator is
able to approximately articulate material difference through the set-
ting of its model parameters. Users did learn to distinguish between
three different materials and to preferentially associate virtual bone
with real bone—despite the undoubtedly over-simplistic physics-
based model. Yet, it remains to be established how well they can
perceive finer differences in bone material—especially those they
may encounter, in drilling scenarios, at real volume boundaries.
Given the relatively coarse contrast sensitivity characteristics (i.e.
the broad JND loci) reported above, a further round of technolog-
ical development might well be necessary before such fine differ-
ences can articulated. For an experimental demonstrator, such as
the CRS4 simulator, intentionally built by integrating commercial-
off-the-shelf components, there will always be an intrinsic techno-
logical compromise. It is particularly important for a medical sim-
ulator that any such compromise does not unduly prejudice the ex-
perience of the trainee. Psychophysical testing of the kind reported
here remains an essential tool in the effective management of such
compromise.
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